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ABSTRAK 

 

Padi (Oryza sativa) adalah tanaman budidaya penting yang menjadi sumber utama 

karbohidrat bagi masyarakat Indonesia. Kestabilan stok beras berpengaruh besar 

terhadap ketahanan pangan, politik, dan ekonomi bangsa. Sumatera Selatan, sebagai 

salah satu provinsi di Indonesia, sedang mengembangkan sektor pertanian, termasuk 

padi. Proses pengolahan padi menjadi beras melibatkan beberapa tahapan, yaitu 

pemanenan, perontokan, penjemuran, dan pengupasan. Pengupasan dapat dilakukan 

secara manual atau menggunakan mesin modern. Untuk meningkatkan efisiensi dan 

mengurangi beban petani kecil, penulis merancang mesin pengupas kulit padi dengan 

kapasitas 5 kg/10 menit dan dimensi 80x40x100 cm, sehingga mudah dipindahkan dan 

tidak memerlukan ruang khusus. Dalam penyusunan skripsi ini, penulis melakukan 

observasi awal, studi literatur, analisis perangkat lunak, dan diskusi untuk menganalisis 

permasalahan. Desain mesin ini bertujuan untuk meningkatkan efisiensi dan 

produktivitas pengupasan padi, serta mempertimbangkan aspek keamanan dan 

keberlanjutan. Komponen utama mesin meliputi hopper, silinder penggiling, poros, dan 

sistem penggerak. Daya motor yang diperlukan adalah 0.25 HP, dan mesin ini dirancang 

untuk menggunakan energi terbarukan dari Panel Surya. Hasil perhitungan 

menunjukkan bahwa biaya operasional menggunakan panel surya lebih tinggi 

dibandingkan dengan listrik PLN, akan tetapi panel surya dianjurkan dipakai terutama 

di daerah yang belum terjangkau jaringan listrik. Dengan kapasitas penggilingan 30 

kg/jam, mesin ini diharapkan dapat memberikan solusi bagi petani dalam meningkatkan 

produktivitas dan efisiensi kerja. Kesimpulannya, mesin pengupas kulit padi ini tidak 

efisien secara biaya, tetapi ramah lingkungan, mendukung pengembangan teknologi 

pertanian berkelanjutan di Indonesia. 
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Design of Solar-Powered Rice Husk Peeling Machine 

With A Capacity of 30 Kg/Hour 

 

M. Fairuz Dailami 

197001516063 

ABSTRACT 

 

Rice (Oryza sativa) is an important cultivated crop that is the main source of 

carbohydrates for Indonesians. The stability of rice stocks has a major influence on the 

nation's food security, politics and economy. South Sumatra, as one of the provinces in 

Indonesia, is developing its agricultural sector, including rice. The process of processing 

paddy into rice involves several stages, namely harvesting, threshing, drying, and 

husking. Hulling can be done manually or using modern machinery. To increase 

efficiency and reduce the burden on small farmers, the author designed a rice husk peeler 

machine with a capacity of 5 kg/10 minutes and dimensions of 80x40x100 cm, so that it 

is easy to move and does not require special space. In preparing this thesis, the author 

conducted preliminary observations, literature studies, software analysis, and 

discussions to analyze the problem. The design of this machine aims to increase the 

efficiency and productivity of rice husking, as well as considering safety and 

sustainability aspects. The main components of the machine include a hopper, grinding 

cylinder, shaft, and drive system. The required motor power is 0.25 HP, and the machine 

is designed to use renewable energy from solar panels. The calculation results show that 

the operational cost of using solar panels is higher compared to PLN electricity, but solar 

panels are recommended to be used especially in areas that have not been reached by the 

electricity network. With a milling capacity of 30 kg/hour, this machine is expected to 

provide a solution for farmers in increasing productivity and work efficiency. In 

conclusion, this rice husk peeler machine is not cost-efficient, but environmentally 

friendly, supporting the development of sustainable agricultural technology in Indonesia. 
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